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(57) Abstract: The invention relates to a method for pre -heating the suction 
air of an internal combustion engine (8) during the preliminary heating phase 
or the starting phase by means of at least one electrically hea table heating 
element (12) in the suction line (10) of the internal combustion engine. The 
heating power of a control appliance (13) of the engine electronics is con- 
trolled according to the operating data of the internal combustion engine. 
The inventive method is characterised in that: during the pre-heating phase 
(1,2,3), a current is applied (1) to the heating element (12) until the heating 
element reaches its nominal temperature; once the nominal temperature has 
been reached, a post-heating phase (2,3) takes place until the starting phase, 
in which the heating element (12) is maintained at a constant temperature 
with a small amount of power, and during the starting phase, the heating 
element (12) is switched off during a first time interval (4a), and is switched 
back on again during a second time interval (4b) in which the speed of the 
internal combustion engine (8) is increased to the starting speed. 

(57) Zusammenfassung: Verfahren zur Anwarmung der Ansaugluft eines 
Verbrennungsmotors (8) wahrend der Vorgltihphase oder Startphase durch 
min-. destens ein elektrisch beheizbares Heizelement (12) in der Ansauglei- 
tung (10) des Verbrennungsmotors, wobei die Heizlei stung von einem Steu- 
ergerat (13) der Motorelektronik in Abhangigkeit der Betriebsdaten des Ver- 
brennungsmotors gesteuert wird, dadurch gekennzeichnet, dass wahrend der 
Vorgltihphase (1,2,3) das Heizelement (12) zunMchst kurz voll bestromt wird 
(1), bis das Heizelement seine Solltemperatur erreicht hat und dass nach Er- 
reichen der Solltemperatur bis zur Startphase eine Nachheizphase (2,3) ein- 
setzt, in der das Heizelement (12) mit geringerer Leistung auf konstanter 
Temperatur gehalten wird, - und dass wahrend der Startphase in einem ers- 
ten Zeitabschnitt (4a), das Heizelement (12) ausgeschaltet wird, und dass in 
einem zweiten Zeitabschnitt (4b), in dem die Drehzahl des Verbrennungs- 
motors (8) auf die Startdrehzahl angehoben wird, das Heizelement (12) wie- 
der eingeschaltet wird. 
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